Test Buckets /
Calf / Colostrum

Features

Durable, Lightweight, with extra strong corners

One piece, virtually stress free moulding

Hygienic food grade polyethylene (LDPE),

UV stabilised to maximise outdoor life

Smooth, non stick easy clean surface that can
be pressure or steam washed with detergents

LDPE operating temperature -20°C to +60° C.
(Also made in Polypropylene for up to 90°C - 100°C short term)

Cream Can Style
Test Bucket

This popular, stable, traditional ‘cream can’ style
test bucket has stood the test of time. The C25
holds 35 litres, is strong and lightweight. Made
from US FDA approved Polyethylene with stainless
steel and brass fittings, it won’t rust. The tapered
neck and grip recessed base make it easy to pour
from this bucket.

C25 - 1005 (optional 16mm or 19mm tubes)

D 220(t) 340(b) H 605

C50 - 1008 (optional 16mm or 19mm tubes)

D 220(t) 340(b) H 740

1020
Test Bucket NTB

This low profile vacuum test bucket is especially
designed for rotary cow sheds. This extra strong
design is very popular as it is lightweight and has
stainless steel and brass fittings that won’t rust.
The NTB is made from high quality US FDA
approved Polyethylene. All vacuum test buckets
are individually pressure tested as part of our
quality assurance programme.

D 320 H 405 V 27

D=Diameter, (t) top, (b) base, H= Height, V= Volume

o e Can’t find what you’re looking for?

s)lticg{lﬂ:é Ask us about our Custom Design Service

Innovative Solutions

o tel +64 9 443 5880 o fax +64 9 443 5882

www.rotationalplastics.co.nz







